






Technical Specifications
Interfaces:

	 •	 4 x AMC bays
	 •	 4 x Ethernet ports 1G and 10/100M via RTM
	 •	 One USB communications port

Standards
	 •	 PICMG ATCA 3.0 and 3.1, Region 3 Option 9

Power and Safety
	 •	 Dual-redundant 48V rail 
				    Intelligent Virtual Diode ORing

	 •	 Input range: 39.5 - 72 VDC as per ATCA PICMG 3.1 
				    48v normal operation

	 •	 Typical power: 75W (blade only) - 200W (including AMCs)

	 •	 Maximum power: 240W 
				    Each AMC bay can support up to 40W

Designed to meet:
	 •	 UL 60950-1UL First Edition (US and Canada)
	 •	 LVD 73/23EEC (Europe)
	 •	 Denen Law (Japan Safety)
	 •	 EN50082-1 for EMC immunity.
	 •	 FCC Part 15, Subpart B, Class A
	 •	 EN55022 Class B.

Environmental Conditions
	 •	 Operating Temperatures -5C to 55C
	 •	 Storage Temperatures -40C to 65C
	 •	 Relative Humidity 10% to 90% (non-condensing)
	 •	 Vibration: Operating: 5-100Hz: 0.25G RMS, Passive:          	
		  100-500Hz: 1G RMS

Flammability
	 •	 All components meet a flammability rating of UL 94-V0

Dimensions:
	 •	 8U, single slot
	 •	 28 cm x 32 cm

 All specifications are subject to change without notice. APR 0110/4
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About Adax Specializing in Foundations for Converging Networks, Adax offers a complete set of I/O controllers, blades & signaling gateways for SS7, ATM 
& IP packet processing, signaling & interworking. Adax high performance products meet today’s challenges of I/O scalability, cost effectiveness and high availability 
in NGN, IMS & LTE networks.

The AdaxPacketRunner offers:

	 •	 Two 10 Gigabit Ethernets to the 	
		  Backpane Fabric 
	 •	 A dedicated 10 Gigabit Ethernet 	
		  between the Cavium and Ethernet 	
		  Switch
	 •	 One front-panel, micro-USB port
	 •	 One USB port 
	 •	 Optional Compact Flash
	 •	 2, 4 or 8 GB of DDR2 SDRAM

The AdaxPacketRunner offers 
optional RTMs that provide:

	 •	 Two Gigabit Ethernets to Ethernet 	
		  Switch  
	 •	 Two Secure Gigabit Ethernets 		
		  directly to the Cavium
	 •	 32 T1/E1/J1 RJ-45 Connectors
	 •	 Optional 16 Ethernet Connectors
	 •	 Optional 16 OC3 optical 			 
		  Connectors
	 •	 Optional SAS Controller for 2.5” 	
		  Carrier Grade Hard Disk




